SRCG. SRCT Throttle And Check Valves

The valve is used to adjust performing
Max.Pressure 25MPa

Max.Flow :

Size 03 up to 30L/min
Size 06 up to 80L/min
Size 10 up to 200L/min

component's speed in return road. Pipe road
pressure almost be invariablenes and fluid's flow
allows potty fluctuating because of pressure
changing. Check valve which is installed inside
allows fluid to flow from outlet to inlet reverse.

Ordering details

SRC -G -03 -10 Symbol
Sort Mounting Size Series
G: 03:3/8 10:
SRC: Sub-plate mounting No-ISO standard
Throttle And o 06: 3/4 -
Check Valves Threaded mounting 10:1-1/4 ISO standard

Technical data

Note : Characteristic curves see page 134/135.
Type Max.pressure Max.flow Weight
Threaded mounting | Sub-plate mounting MPa L/min Kg
SRCT-03 SRCG-03 30 1.2 21
SRCT-06 SRCG-06 25 80 32 40
SRCT-10 SRCG-10 200 71 8.1
Installation Dimensions
A
B @ SRCT-03.06.10-10
Adjustment : | i
screw
Lock nut Type A B (@ D E
L SRCT-03 68 35 40 180 60
SRCT-06 104 50 60 215 83
Control flow | | SRCT-10 130 65 80 228 106
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