BSG. BST Solencid Controllde Relief Valves

The valve is assembled by relief
valve and solenoid valve.lIt can
use electricity signal to unload
pump or use pilot control relief
valve to get double pressure or
three pressure control for
system.

Max.Pressure 25MPa
Max.Flow :
Size 03 up to 100L/min
Size 06 up to 200L/min
Size 10 up to 400L/min

Ordering details

BS G -03 -1PN -1 -U -L -G -31
; : Pressure adj. | Electrical Plug-in Input@ .
Sort Mounting | Size | Normally states range Mpa soninaalons | eonnaster | voltane Series
U: .
. No Code:
0 1PN Individual | Without A
. Normally vented 1:0.7-7.0 connections | plug-in
G: INP: with connector 31:
Subplate ’ i [7: B Adlusting
mounting Energized to vent componen : direct type
BS: i 5p: plug 1504400 | With
Solencid ' without plug- | guadrate | AJ
Controllde ' 06 Du.al SIS 2:3.5-14.0 |in connector | plug-in
_ adj.ranges connector
Relief _— Fw: BJ
Valves : Central N:
- Dual pressure and connections | Guadrate
- : . G 30:
Threaqed vent \7 0.25.0 Térmmal box | plug-in Standard
: mounting 3P: Three pressure | ~~ '~ <> | Wwithcable | connector type
: 10 -
adj.ranges cc.Jnn.ect.or, with H
with indicator| indicator
light light
Note : (O B (AC Type) and BJ (AC To DC Type ) input voltage : AC 240V 60Hz and 220V 50Hz:
A (AC Type) and AJ (AC To DC Type ) input voltage : AC 120V 60Hz and 110V 50Hz;
Gand H ( DC Type ) input voltage : DC 12V and 24V,
Technical data
Type Max.pressure MPa Max.flow L/min Weight Kg
BSG-03 100 8.9
BSG-06 BST-06 25 200 9.1 7
BSG-10 BST-10 400 14.0 7.9
147

BSG/BST...










